MANHOLE FRAME & LID
SEE CCSD STANDARD

MANHOLE OPENING

LOCATION AS
DWGS $1.6, S1.7 OR DIRECTED BY ENGINEER
GRADE S1.8
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2000 PSI CONC.
FILL, THICKNESS
VARIES 4" TO 2”

AT SUMP

PVC, DR—-14
FORCE MAIN

DISTRICT APPROVED
EQUAL

2’ SQ. SUMP

EXPANSION COUPLING
DRESSER STYLE 138 OR

NOTES:

1.SUMMIT TYPE MANHOLE SHALL BE
EQUAL TO ACCESS MANHOLE, EXCEPT
THAT A COMBINATION TYPE AIR
RELEASE VALVE SHALL BE INSTALLED
ON THE REMOVABLE SECTION OF PIPE.

(TYPICAL)

DURA—SEAL GASKET

REMOVABLE SECTION

SEE SPECIFICATIONS SECTION oF PIPE
2.ALL OTHER CHARACTERISTICS ARE SIMILAR
TO STANDARD MANHOLE AS SHOWN ON CCSD Pl AN
STANDARD DRAWING S1.1. - NO SCALE
CLERMONT COUNTY STANDARD FORCE DRAWING NO.
SEWER DISTRICT
MAIN ACCESS S5.2.1
APPROVED
DATE MANHOLE




